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CBM-517 massefreie Antenne 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Die massefreie CB-Funk Mobilantenne kann auf allen nicht-metallischen Oberflächen installiert 

werden und erzeugt trotzdem dank der integrierten Erdung hervorragende Funkergebnisse. Sie ist 

im windschnittiger Design konzipiert und kommt mit 4m Kabel und PL-Stecker. Die starke 

Klebefolie am Fuss ist ideal für die Montage an Fahrzeugen wie Wohnwagen, Traktoren, LKW, PKW 

und vielen mehr.  

 

Technische Daten: 
Gewinn: 
Impedanz: 
Frequenzbereich: 
SWR: 
Bandbreite: 
Leistung (max): 
Strahler Länge : 
Gewicht : 
Kabeltyp: 
Polarität: 
Material: 

 
>3dBi 
50 Ω 
26,5 - 28 MHz 
<=1.2 
2:1 600 KHz 
200 W 
44 cm 
200 gr 
UHF Male (PL – 259) 
Vertikal 
Kupfer Glasfaser 
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CBM-517 ground-free Antenna 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The ground-free CB radio mobile antenna can be installed on all non-metallic surfaces and still 

produces excellent radio results thanks to the integrated earthing. It has a streamlined design and 

comes with a 4 m cable and PL plug. The strong adhesive foil on the base is ideal for mounting on 

vehicles such as caravans, tractors, trucks, cars and many more. 

Technical data: 
Gain: 
Impedance: 
Frequency range: 
SWR: 
Bandwidth: 
Power (max): 
Whip Lenght ca.: 
Weight ca.: 
Cable type: 
Polarity: 
Material: 

 
>3dBi 
50 Ω 
26,5 - 28 MHz 
<=1.2 
2:1 600 KHz 
200 W 
44 cm 
200 gr 
UHF Male (PL – 259) 
Vertical 
Copper fiberglass 


